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The consistency in our production process and 
our commitment to developing new styles for our 
customer’s roofs drives us to implement a brand new 
profile in our stone chip coated metal tiles range: 
Novatik NATURA STONE. 
We designed Novatik NATURA STONE profile to recreate 
the unique image of the old traditional stone roofs. Our 
NATURA Stone tiles are produced using premium quality 
steel, protected with an Aluminium Zinc layer on both 
sides and covered with natural volcanic stone chips. This 
protection of the steel we use, provides our product 8 
times higher corrosion resistance than other metal tiles.
Our Novatik NATURA STONE tiles with their special 
design, offer a genuine look of the old traditional stone 
roofs, making your house extraordinary.

AESTHETIC 
WARRANTY

YEARS

30
TECHNICAL 
WARRANTY

YEARS

60

TECHNICAL INFORMATION

1310 mm
1250 mm
370 mm

2.15 modules/sqm
Min. 16˚

aprox. 6.23 kg/sqm
370 mm

S280GD+AZ150 / 0.40 mm
Protective Layer AlZn 150 g/sqm

Acrylic resin + 
Volcanic rock (Basalt) + 

Protective layer
2.1 mm

TOTAL LENGTH          
LENGTH OF COVER 
WIDTH OF COVER    
TILES / SQM
ROOF PITCH
WEIGHT / SQM
BATTEN SPACING    
STEEL TYPE / STEEL THICKNESS 
CORROSION  RESISTANCE   
TEXTURED FINISHED

TOTAL MAXIMUM THICKNESS 

DARK MOON GRAPHITE GREY

Manufactured by: NOVATIK SRL
HEAD QUARTERS: 9 Mai street, no. 75, Băicoi, Prahova, Tel: +40 244 260 140; Fax: +40 244 260 145; office@novatik.ro, novatik.ro
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TRANSPARENT ACRYLIC COATING

BASE LAYER / COAT

ACRYLIC PRIMER 2 MICRONS

PROTECTIVE LAYER AL-ZN

PROTECTIVE LAYER AL-ZN

STEEL

TEXTURED FINISH
 (VOLCANIC ROCK CHIPS)

ACRYLIC PRIMER 2 MICRONS


